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STIRRING HEATING MANTLES
Stirring Heating mantles for flasks

Technical data MF100 MF250 MF500 MF1000 MF2000
Flask ml 100 250 500 1000 2000
Flask diameter Ø mm 64 85 105 131 166
Temperature °C +350 +350 +350 +350 +350
Precision °C ± 5 ± 5 ± 5 ± 5 ± 5
Heating res. capacity W 130 180 250 450 600
External dimensions LxWxH mm 185x175 205x190 245x210 245x210 310x230
Variable speed rpm 100-2500 100-2500 100-2500 100-2500 100-2500
Motor Power W 20 20 20 20 20
Weight kg 2,6 2,8 3,3 3,7 6,6
Suggested stirring bar Ø mm 6x20 6x20 6x20 6x20 6x20
Code 625.0510.01 625.0510.02 625.0510.05 625.0510.10 625.0510 20 

V/HZ 220/240-50/60 SAFETY CLASS 0 PROTECTION CLASS IP 32

ACCESSORIES 

Support for rod and clamp  
Code 146.2900.05

Clamp  
Code 180.4300.56

Stainless steel rod 
Ø12x500 mm 

Code 262.7450.05

Clamp included

Ideal to heat and stir the liquid in the flask, 
at the same time or separately

Heating elements are built in a single block 
of ceramic fiber 

 Electronic temperature controller

Electronic speed control
DC motor

N.B. 
The maximum temperature 
values refer to the calotte
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